
Backyarder Installation
1) Choose an ideal location:

1) Away from water damage or access

2) High in the coop, away from the hens 

3) Unobstructed switch & cable reach

2) Set up the LED Light: To ensure you have enough cord, set the light up first. Using the wood screws (included), screw through the 

mounting bracket on the lighting unit, securing it to a sturdy piece of material and ensuring there is no clearance for hens to roost on 

top of the light. Test out where in your coop provides the most wide range of light. 

3) Set up the Control Unit: Install the control unit at a high, dry location that is accessible for plugging the other components in 

easily, and also allows for switch access. Use the provided wood screws and the pre-drilled holes to safely secure the control unit to 

a wall of the coop.

4) 3W Solar Panel: Find a secure location on the roof, wall, or ground outside the coop. Ensure the solar panel is always facing due 

south to get the most accurate timing for the automatic light. NOTE: USE THE INCLUDED CABLE ADAPTOR TO 

CONNECT THE PANEL TO THE CONTROL UNIT.

5) AC Plug: Plug the AC plug into the designated port on the Control Unit, and then plug the other end into an outlet. Please be sure 

to keep the plug out of the elements if possible.

HOW IT WORKS:

• After everything has been mounted, run your cables into the appropriate holes in the control unit. These are color coded using zip ties 

corresponding to the colors on the control unit. Please ensure the unit is set to off during this time. To begin using your Henlight, 

ensure all the components are plugged in, and during the daylight hours, turn your light to “AUTO.” To confirm the light is working, 

switch the control unit to “ON”. 

• Henlight is programmed to ensure 16 hours of light (Henlight + sunlight). It will turn on in the early AM hours at whatever time

necessary to maintain the 16 hours throughout. The light will automatically turn off when the sun rises. All the timing functions are 

based on  the movement of the sun and how much sunlight the panel is receiving. The panel alone cannot power the Henlight.

• When the early AM hours come and Henlight is set to AUTO, it will not suddenly turn on, but instead rise slowly to mimic the 

sunrise, reaching full power in roughly 30 minutes. During the winter, one could expect the light to turn on anywhere between 3-

6am, based on sundown.

• With the power adjustment switch, you can change lighting power settings to three different levels, which provide lighting for 

roughly three different coop sizes, based on square feet. While these sizes are recommendations based on our studies, please adjust 

the lights to what works best for your coops. In general, the hens need light that is equivalent to being bright enough for human eyes 

to read a newspaper a foot in front of their face. That said, too little light is worse than too much light, so aim for the brighter side if 

your coop size in-between the levels below. The sizes are as follows:

• A: covers an area of roughly 16 square feet.

• B: covers an area of roughly 48 square feet.

• C: covers an area of roughly 128 square feet.

WARNINGS:

• Keep the control unit and LED out of risk of the elements, rain, and standing water, and ensure they are located where hens 

cannot roost on them. This can wear the units, loosen the mounting screws, and cause a fire risk.

• REPAIRS/TROUBLESHOOTING: Henlight provides a warranty for malfunctioning units. Please go to this website for more 

information: http://www.henlight.com/s/Henlight_Return-Policy.pdf. You can also send us an email at hello@henlight.com.

• For additional instructions on installation and troubleshooting, please visit our site: http://bit.ly/installHL. 

System includes:

a) 3 watt solar panel, cable, and cable adaptor

b) LED unit

c) Control unit

d) AC plug

e) Mounting screws (not pictured)
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